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Standards Compliance

MPEG-4 Video - ISO/IEC 14496-2:1999, ISO/IEC 14496-1:2000(E), ISMA compliant  (MPEG-4 part 2)
MPEG-4 Audio - ISO/IEC 14496-3:1999 and AMD1 2000 (AAC LC)

Input/Output Interfaces

Video Input Signal:
• Supports NTSC, PAL 
• Composite Video 
	 -BNC x2 (Dual Model)
	 -BNC x4 (Quad Model)
• S-Video 
	 -4 pin mini-DIN x2 (Dual Model)
	 -4 pin mini-DIN x4 (Quad Model)

Audio Input Signal:

• Unbalanced Analog Stereo/Mono Line Input 
	 -RCA x4 (Dual Model)
	 -RCA x8 (Quad Model)

Output and Control:

• 10/100 Mbps Ethernet
	 -RJ-45 x1 (AutoSense, Full/Half Duplex)
• RS-232 x1
• USB 2.0 x2 

Video Output over Ethernet:

• Profiles: MPEG4@SP or MPEG4@ASP
• Bit rate: 10 Kbps-4 Mbps
• Frame Sampling: 1-30 fps

Audio Output over Ethernet:
• Format: MP4 Audio
• Bit rate: 24-320 Kbps MPEG-4 AAC LC
• HW Sampling Frequency
	 - 32 KHz at 24 bits per sample

Panel I/O and Indicators:
• Front LCD screen for IP address
	 -status and set up information 
• Power indicator LED on front panel
• Power switch and input on back panel 
	 - Input with secure lock mechanism

Management
• Web-based remote management application (HTTP)
• Telnet for remote configuration
• Local configuration via RS-232 port

Network Protocols
Unicast / Multicast / HTTP / IP / Telnet / RTP / ISMA

Resolutions
NTSC	   PAL
QCIF	   • 160x112 	 • 176x144
	   • 176x112	 • 192x144

CIF	   • 320x240 	 • 352x288
	   • 352x240

HD-1	   • 320x480 	 • 352x576
	   • 352x480	 • 384x576

2/3 D-1	   • 480x480 	 • 480x576

3/4 D-1	   • 528x480 	 • 528x576
	   • 544x480 	 • 544x576

FD-1	   • 640x480 	 • 640x576
	   • 720x480 	 • 720x576

Physical Dimensions
Width: 12.283” (312mm): Depth: 11.889” (302 mm)
Height: 1 U-metal frame height for mounting (44 mm)
Weight: Up to 5.51 lbs. (2.5 kg)
Fans: Three (3), no more than 35 decibels each

Electrical Characteristics
Unit power input: DC 10-30V
External Power Supply:
	 Input: 90-130V, 180-240V auto range
	 Output: 19V / 8A
	 Operating Line Frequency: 47-63 Hz

Environmental
Operating temperature 
	 - 5 to 45 degrees C, 41-113 degrees F
Storage temperature 
	 - minus 10 to 70 degrees C, 14-158 degrees F
EMC standards
	 -FCC class B, CSA Class B
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